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Versitrack
Track Specifications


Track:
Aluminum extrusion (3/4” X 3/4"), powder coated white, baked on, tough, smooth surface, no paint chipping and pre-lubricated with a Teflon coat. 12” radius corner bends are standard. No lubrication needed and no dust build up; a dry lubricant to minimize carrier drag.

Carriers:
All Versitrack carriers are made of Delrin, an UV resistant heavy-duty plastic. All carriers come with stainless steel hooks for maximum durability.

Brackets:
Brackets are made of steel and have the same white powder coated finish as the track.

Installation: 
The ceiling brackets are set every 48” with a high load (12 lbs. per foot). Fasten the ceiling brackets into place and then the track is simply “clicked” into place. The holding screw is then tightened into place to securely hold the track to the ceiling.
[image: ][image: ][image: 962890cd-7b7d-411b-9961-e9a6e8a35d6f][image: 962890cd-7b7d-411b-9961-e9a6e8a35d6f][image: 962890cd-7b7d-411b-9961-e9a6e8a35d6f][image: ]
[image: ]					Ceiling Clip                          Connector
[image: ]
[image: ]




[bookmark: _GoBack]KS End Gate                                     CS End Gate                         Ball Bearing Carrier
image4.jpeg
4




image5.png
Z Nz
Ceiling mount using

Ceiling bracket.




image6.png




image7.png




image8.png




image1.jpg
Cubicle
Curtain
Factory





image2.png




image3.png




